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CRC CHEMICALS — -_----wnLi, 765-1132 — 9150-00N062429

Product I dent i i cat ion

Product ID:WHITE LITHIUM GREASE (AEROSOL), 765—1132
MSDS Date:07/01/1986
FSC: 9150
NuN: 00N062429
MSDS Number: BYGSR

Responsible Party
Company Name:CRC CHEMICALS
Address:885 LOUIS DRIVE
City: WABMINSTER
State: PA
ZIP: 18974
Country: US
Info Phone Num:215—674-4300
Emergency Phone Num:215-674-4300
CAGE : CRC CE

Contractor Identification
Company Name:CRC CHEMICALS
Address:885 LOUIS DRIVE
City:WARMINSTER
State: PA
ZIP: 18974
Country: US
Phone:215—674—4300
CAGE : CRCCE
Company Name:CRC INDUSTRIES, INC.
Address:885 LOUIS DRIVE
Box:City:WARNINSTER
State: PA
ZIP: 18974—2820
Country: US
Phone:215—674—4300/800—424—9300
CAGE: 10136

Composition/Information on Ingredients

Ingred Name:MINERAL OIL, PETROLEUM DISTILLATES, ACID-TREATED HEAVY

NAPHTHENIC SEV SOLVENT REFINING &/HYDROTREATMENT; MINERTL OIL

CAS:64742—18—3
RTECS #:PYSO32001
Fraction by Wt: <29%
OSHA PEL:300 PPM
ACGIH TLV:300 PPM

Ingred Name:LITHIUN HYDROXY STEARATE

Fraction by Wt: <29%

OSHA PEL:N/K
ACGIH TLV:N/K

Ingred Name: ETHANE, 1, 1, 1-TRICHLORO-; 1, 1, l-TRICHLOROETHANE SARA

313 (CERCLA)
CAS:71—55—6
RTECS #:KJ2975000
Fraction by Wt: 42%
OSHA PEL:350 PPM

ACGIH TLV:350 PPM/45OSTEL
EPA Rpt Qty:l000 LBS

http://hazard.com/msds/f2/byg/bygsr.html 03/17/2004
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DUMOND CHEMICALS INC — PEEL-AWAY I — 6850-00N033530

===================== Product I dent i i cation ====================

Product ID.—- PlAJt’\1
MSDS Date:02/17/1987
FSC: 6850
NuN: 00N033530
MSDS Number: BPTDL

Responsible Party
Company Name HEMICALS INC ik IJ L
Address:1501 BROADWAY
City:NEW YORK
State:NY
ZIP: 10036
Country: US
Info Phone Num:212—840—2666
Emergency Phone Num:212-840-2666
CAGE : DUMON

Contractor Identification
Company Name:DUMOND CHEMICALS INC
Address: 1501 BROADWAY
City:NEW YORK
State:NY
ZIP: 10036
Country: US
Phone:212—840—2666
CAGE: DUMON

Composition/Information on Ingredients

Ingred Name:CALCIUM HYDROXIDE
CAS: 1305— 62—0
RTECS 4t:EW2800000
Fraction by Wt: 21%
OSHA PEL:15 MG/M3 TDUST
ACGIH TLV:5 MG/M3; 9293

Ingred Name:MAGNESIUM HYDROXIDE
CAS: 1309—42—8
RTECS #:OM3570000
Fraction by Wt: 16%

Ingred Name:SODIUN HYDROXIDE
CAS: 1310—73—2
RTECS #:WB4900000
Fraction by Wt: 9%
OSHA PEL:2 MG/M3
ACGIH TLV:C 2 MG/M3; 9293

EPA Rpt Qty:1000 LBS
DOT Rpt Qty:1000 LBS

Hazards I dent i i cat ion

LD5O LC5O Mixture:NONE SPECIFIED BY MANUFACTURER.

Routes of Entry: Inhalation:YES Skin:NO Ingestion:YES

Reports of Carcinogenicity:NTP:NO IARC:NO OSHA:NO

Health Hazards Acute and Chronic:TOXIC ORALLY-IRRITANT TO SKIN.

Explanation of Carcinogenicity:NOT RELEVANT

Effects of Overexposure:NONE SPECIFIED BY MANUFACTURER.

http://hazard.com/msds/f2/bpt/bptdI.htmI 03/17/2004



INSTA FOAM PRODUCTS CO

-

57Vff C Page 1 of 3

kiAiJiL
-81 35-00N032065

Product Identification

Product ID:GREAT STUFF

MSDS Date:07/22/1994

FSC: 8135
NuN: 00N032065

MSDS Number: CGSZG

Responsible Party

Company Name;INSTA FO2JN PRODUCTS CO

Address:1500 CEDARWOOD DR

City: JOLIET
State: IL
ZIP: 60435
Country: US
Info Phone Num:815-741-6800

Emergency Phone Num: 800—424-9300 (CHEMTREC)

Preparer’s Naiue:S JONES/M ORTEGA

CAGE: 46088
Contractor Identification

Company Name:INSTA FOAM PRODUCTS

Address:1500 CEDARWOOD DR

Box:City: JOLIET

State: IL
ZIP: 60435—5000

Country: US
Phone:815—741—6800/FAX 815—741—6322

CAGE: 46088
Company Name:INSTA-FOAM PRODUCTS INC

Address:1500 CEDARWOOD DR

Box:City: JOLIET

State:IL
ZIP: 60435

Composition/Information on Ingredients

Ingred Name: ISOCYANIC ACID, METHYLENEDI-P-PHENYLENE ESTER;

4, 4-DIPHENYLMETHANE-DIISOCYANATE MDI SARA 313

CAS:101—68—8
RTECS #:NQ9350000

Fraction by Wt: 10-30%

OSHA PEL:C 0.02 PPM

ACGIH TLV:0.005 PPM

EPA Rpt Qty:1 LB

DOT Rpt Qty:1 LB

Ingred Name:POLYMETHYLENEPOLYPHENYLENE ISOCYANATE; POLYMERIC MDI

CAS :9016—87—9

RTECS #:TR0350000

Fraction by Wt: 10-30%

OSHA PEL:N/K
ACGIH TLV:N/K

Ingred Name:POLYETHER POLY BLEND

RTECS #:9999999ZZ
Fraction by Wt: 15-40%

http://hazardcom/msds/f2/cgs/cgszg .html

Country: US
Phone: 815—741—6800

CAGE: 54577

03/17/2004
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PERFORMANCE COATINGS INC - VARIOUS COLORS - 8010-00N041892

Product Ident i i cat ion

Product ID:PENOFIN OIL VARIOUS COLORS
MSDS Date:0l/10/1989
FSC: 8010
NIIN: 00N04 1892
MSDS Number: BSSXQ

Responsible Party ==

Company Name:PERFOBMANCE COATINGS INC
Address:360 LAKE MENDOCINO DR
City: UKLAH
State : CA
ZIP: 95482
Country: US
Info Phone Num:707—462—3023
Emergency Phone Num:707—462-3023;800-424-9300CHEMTREC
CAGE: PERFR

Contractor Identification
Company Naxue:PERFOSMANCE COATINGS INC
Address:360 LAKE MENDOCINO DR
Box: City:UKLAH
State: CA
ZIP: 95482
Country: US
Phone:707—462—3023
CAGE: PERFR

Composition/Information on Ingredients

Ingred Name:ETHANE, 1,1, l-TRICHLORO—; 1,1, l—TRICHLOROETHANE
CAS:71—55—6
RTECS *:KJ2975000
Fraction by Wt: 52%
OSHA PEL:350 PPM;450 PPM STEL
ACGIH TLV:3.50 PPM;450 PPM STEL
EPA Rpt Qty:1000 LBS
DOT Rpt Qty:l000 LBS
Ozone Depleting Chemical:1

Ingred Name:KEROSENE (PETROLEUM), HYDROTREATED; 140 SOLVENT
CAS: 64742—47—8
RTECS #:OA5504000
Fraction by Wt: 7%
OSHA PEL:225 PPM (MFR)
ACGIH TLV:225 PPM (MFR)

Ingred Name:P-DIOANE; 1,4 DIOXANE
CAS:l23—91—l
RTECS #:JG8225000
Fraction by Wt: 1.3%
OSHA PEL:25 PPM, S
ACGIH TLV:25 PPM, S
EPA Rpt Qty:l00 LBS

-DOT Rpt Qty:l00 LBS

Ingred Name:VOLATILE ORGANIC COMPOUNDS: <350 GM/LTR
RTECS #:9999999VO

http://hazard.com/msds/f2/bss/bssxq.html 03/17/2004
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WILSON IMPERIAL CO L3606 — 8010-00N057689

===================== Product Identification

Product ID:WIL-BOND, 3606
MSDS Date:10/20/1993
FSC: 8010
NuN: 00N057689
MSDS Number: BWRTN

Responsible Party ==

Company Name:WILSON IMPERIAL CO
Address:115 CHESTNUT ST
City: NEWARK
State: NJ
ZIP: 07105
Country: US
Info Phone Num:201—589—6050
Emergency Phone Nulu:201—589—6050;800--424—9300CHEMTREC

CAGE: 25585
== Contractor Identification
Company Name:WILSON IMPERIAL CO
Address:115 CHESTNUT ST
Box: City: NEWARK
State : NJ
ZIP: 07105
Country: US
Phone: 201—589—6050
CAGE : 25585

Composition/Information on Ingredients

Ingred Name:TOLUENE SARA 313 (CERCLA). VP:25 @ 25C

CAS: 108—88—3
RTECS #:XS5250000
Fraction by Wt: 70-75%
OSHA PEL:200 PPM
ACGIH TLV:50 PPM, S
EPA Rpt Qty:1000 LBS
DOT Rpt Qty:1000 LBS

Ingred Name:ISOPROPYL ALCOHOL SARA 313. VP:32.8 8 20C.

CAS: 67—63—0
RTECS #:NT8050000
Fraction by Wt: 10-20%
OSHA PEL:400 PPM
ACGIH TLV:400 PPM;500 STEL

Ingred Name:ACETONESARA 313 (CERCLA). VP:180 @ 20C.

CAS: 67—64—1
RTECS #:AL3150000
Fraction by Wt: 5-10%
OSHA PEL:1000 PPM

ACGIH TLV:750 PPM;1000 STEL
EPA Rpt Qty: 5000 LBS
DOT Rpt Qty:5000 LBS

Ingred Name:LIGROINE; VM&P NAPHTHA. VP:97.3 @ 20C. SUBSTITUTION MAY

OCCUR W/INGS 5 OR 6

—1CAS:8032—32—4
RTECS 4t:OI6180000

hftp://hazard.com/msds/f2/bwr/bwrtn . html 03/17/2004



j4’Th
PaQelof3

THOMPSON & FORMBY INC. —-“ BRAND WATERPROOFING FORMULA
— 8030-00-555-2878

===================== Product I dent i f i cat ion =====================

Product ID:THOMPSON’S WATERSEAL BRAND WATERPROOFING FORMULA

MSDS Date:06/23/1991
FSC: 8030
NIIN:00—555--2878
MSDS Number: CGNFV

Responsible Party
Company Name:THOMPSON & FOEMBY INC.
Address:10136 MAGNOLIA DRIVE
City:OLIVE BRANCH
State :MS
ZIP: 38654
Country: US
Info Phone Num:601-895—5594
Emergency Phone Num:901-685-7555
CAGE: THOMP

Contractor Identification
Company Name:THOMPSON & FORMBY INC.
Address:10136 MAGNOLIA DRIVE
City:OLIVE BRANCH
State :MS
ZIP: 38654
Country:US
Phone:901—685—7555 OR 714—864—2310

CAGE: THOMP

Composition/Information on Ingredients

Ingred Name:ALIPHATIC PETROLEUM DISTILLATE MINERAL SPIRITS

CAS: 64742—88—7
Fraction by Wt: 85.0%
Other REC Limits:NONE RECOMMENDED

OSHA PEL:500 PPM
ACGIH TLV:100 PPM

Ingred Name:VOC 680 G/L LESS WATER

RTECS #:9999999VO
Other REC Limits:NONE RECOMMENDED

OSHA PEL:NOT RELEVANT

ACGIH TLV:NOT RELEVANT

===================== Hazards I dent i i cation

Routes of Entry: Thhalation:YES Skin:YES Ingestion:YES

Reports of Carcinogenicity:NTP:NO IARC:NO OSHA:NO

Health Hazards Acute and Chronic:EYE: IRRIT, REDNESS, TEARING, BLURRED

VISION. SKIN: IRRIT, DEFATTING, DERMATITIS. INHAL: NASAL AND

RESPIRATORY IRRIT, DIZZY, WEAKNESS, FATIGUE, NAUSEA, HEADACHE,

UNCONSCIOUS, ASPHYXIATION. INGEST: GI IRRIT, NAUSEA, VOMIT,

DIARRHEA. ASPIRATION OF MATERIAL INTO LUNGS CAUSES CHEMICAL

PNEUMONITIS, FATAL.

First Aid Measures

First Aid:EYE: FLUSH W/WATER, LIFTING LIDS. SKIN: WASH W/SOAP & WATER.

REMOVE CONTAM CLOTHES, WASH BEFORE REUSE. INHAL: REMOVE TO FRESH

http://hazord.com/msds/f2/cgn/cgnfv.html 03/17/2004
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Material Safety Data Sheet

1. Chemical Product and Company Identification

DESCRIPTION: ELMER’S SPRAY ADHESIVE

PRODUCT TYPE: RUBBER BASED ADHESIVE
APPLICATION: E-451, E-452 (AEROSOLS)

• Manufacturer!Supplier Information

MSDS Prepared by:
Elmer’s Products, Inc. Emergency Phone Number
1000 Kingsmill Parkway Poison Control Center
Columbus, OH 43229 1—800—228—5635 ext 22
For additional health, safety or regulatory information, call 614-225-7695.
Call 1-800-48—9400 to plaCe an order or request additional MSDSs.

2. Composition, Information on Ingredients

The ingredients listed below have been associated with one or more
immediate and/or delayed(*) health hazards. Risk of damage and effects
depends upon duration and level of exposure. BEFORE USING, HANDLING, OR
EXPOSURE TO THESE INGREDIENTS, READ AND UNDERSTAND THE J!SDS -

% by Veight
67—64—1 *Aetona 10—30
74—98—6 Propane 10—30
75—28—5 Isohutane 10—30

107—83—5 2—Methylpentane 30—50
109-66—0 Pentane 1-5
115—10—6 Dimethyl Ether 1—5

3. Hazards Identification

3.1 Emergency Overview

Appearance White to off white in color
Odor Mint when wet
DANGER!
EXTREMELY FLP,ABLE
May be harmful if inhaled. May cause irritation of nose, throat and

4 lungs.
Can cause central nervous system depression.

Ca.es skin irritation.
Causes eye irritation.

http://www.eImers.com/msds/E451 .htm 03/18/2004

ELMERS.
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MATERIAL SAFETY DATA SHEET

I SECTION 1 - CHEMICAL PRODUCT AND COMPANY IDENTIFICATION

THIS MATERIAL SAFETY DATA SHEET IS AVAILABLE IN SPANISH UPON REQUEST.

LOS DATOS DE SEGURIDAD DEL PRODUCTO PUEDEN OBTENERSE EN ESPANOL SI LO
REQUIERE.

_________

CO’JTACT
00101, 00102, 00104, 00105, 00107, 00127
Contact Adhesive

MANUFACTURER: pAf
2400 BOSTON STREET
BALTIMORE, MD 21224

24 HOUR EMERGENCY:
TRANSPORTATION: 1-800-535-5053
MEDICAL : 1-800-327-3874

(352-323-3500)
(513-558-5111)

PREPARE DATE : 05/08/1996
REVISION NO. : 9
REVISION DATE: 12/30/1999

GENERAL INFORMATION:
DAP INC. 1-888-DAP-TIPS (1-888-327-8477)

SECTION 2 - COMPOSITION/INFORMATION ON INGREDIENTS

WT/WT %
ITEM CHEMICAL NAME CAS NUMBER RANGE

01 Toluene
02 N-Hexane
03 Aliphatic Petroleum Distillate
04 Acetone

108-88-3
110-54-3
64742-89-8
67-64-1

15.0-20.0 %
10.0-5.0 %

30.0-35.0
15.0-20.0 ¾

PRODUCT NAME
UPC NUMBER
PRODUCT USE/CLASS

EXPOSURE LIMITS
ACGIH OSHA COMPANY

TLV-STEL PEL-TWA PEL-CEILING TLV-TWA

N.E.
N.E.
N.E.
N.E.

N.E.
N.E.
N.E.
N.E.

ITEM TLV-TWA SKIN

01 50 ppm. N.E. 100 ppm. YES
02 50 ppm N. E. 50 ppm NO
03 400 ppm N.E. 400 ppm NO
04 750 ppm 1000 ppm 750 ppm NO

See Section 16 for abbreviation legend

Remaining ingredients are not considered hazardous per the OSHA Hazard
Communication Standard.

Listed Permissible Exposure Levels (PEL) are from the U.S. Dept. of Labor
OSHA Final Rule Limits CFR 29 1910.1000; limits may vary between states.

Continued on Page 2



MATERIAL SAFETY DATA SHEET

May cause anesthesia, headache, dizziness, nausea and upper respiratory irritation.
May cause drying of skin and/or irritation.
May cause irritation, tearing and redness.
May caused irritation, nausea, vomiting and diarrhea.

Do not induce vomiting, seek medical attention.
Immediately flush eyes with large amounts of water for 15 minutes.
Wash with soap and water.
Remove to fresh air. Give artificial respiration if necessary.
If breathing is difficult, give oxygen.

Pre-existing medical conditions such as eye, skin and respiratory disorders may be
aggravated by exposure.

If swallowed, can enter lungs and may cause chemical pneumonitis.
Do not induce vomiting. Call Physician immediately.

I. PRODUCT IDENTIFICATION

Fire Reactivity

i40
Health Special

I NFPA I

Manufacturer: WD-40 Company Telephone:
Emergency only: ,1-(800) 424-9300 (CHEMTREC)

Address: 106.1 Cudahy Place (92110) Information: (619) 275-1400
P.O. Box 80607 Chemical Name: Organic Mixture
San Diego, California Trade Name: WD-40 Aerosol
92138-0607

II. HAZARDOUS INGREDIENTS

Exposure Limit
Chemical Name CAS Number % ACGIH/OSHA

Aliphatic Petroleum Distillates 8052-41-3 45-50 100 ppm PEL
Petroleum Base Oil 64742-65-0 15-25 5 mg/M3TWA (mist)
LVP Hydrocarbon Fluid 64742-47-8 12-18 1200 mg/M3TWA
Carbon Dioxide 124-38-9 2-3 5000 ppm PEL
Non-hazardous Ingredients < 10

Ill. PHYSICAL DATA

Boiling Point: 323°F (minimum) Evaporation Rate:. Not determined
Vapor Density (air=1): Greater than I Vapor Pressure: 110 ±5 PSI @ 70°F
Solubility in Water: insoluble Appearance: Light amber
Specific Gravity (H20=1): 0.832 @ 72°F Odor: Characteristic odor

.Percent Volatile (volume): 74% VOC: 412 grams/liter (49.5%)

IV. FIRE AND EXPLOSION

Flash Point: 131°F Tag Closed Cup
Flammable Limits: Solvent Portion [Lel] 1.0% [UeI] 6.0%
Extinguishing Media: C02, Dry Chemical, Foam.
Special Fire Fighting Procedures: Contents Under Pressure
Unusual Fire and Explosion Hazards: FLAMMABLE - U.F.C. level 3 AEROSOL

V. HEALTH HAZARD I ROUTE(S) OF ENTRY
Aliphatic Petroleum Distillates Stoddard Solvent lowest TLV ACGIH 100 ppm.Threshold Limit Value

Symptoms of Overexposure
Inhalation (Breathing):
Skin contact:
Eye contact:
Ingestion (Swallowed):

First Aid Emergency Procedures
Ingestion (Swallowed):
Eye Contact:
Skin Contact:
Inhalation (Breathing):

DANGER!
Aspiration Hazard:

Suspected Cancer Agent
.I_. V

The components in this mixture have been found to be noncarcinogenic by NTP,
IArf’.-if’%IlA



MAT’RIAL SAFETY DATA rIEET

DATE: January 1, 2004 Page 1 of 7

SECTION I - MANUFACTURER & PRODUCT INFORMATION

MANUFACTURER’S NAME: STREET ADDRESS:
AKZO NOBEL COATINGS INC. 1845 MAXWELL STREET

TROY, MI 48084

TELEPHONE NUMBERS: PRODUCT CLASS:
8:00AM - 4:45 (248) 637-0400 Alkyd Coating
CHEMTREC (800) 424-9300

TRADE NAME: MANUFACTURER’S CODE: IDENTIFICATION:
CETOL SRD 00AMK46306005 NATURAL OAK

00AMK46306045 MAHOGANY
00AMK46306072 BUTTERNUT
00AMK46306078 NATURAL
00AMK46306085 TEAK
00AMK46306089 REDWOOD
00AMK46306113 CAPE COD GRAY
00AMK46306996 NATURAL LIGHT

SECTION II- HAZARDOUS INGREDIENTS

CHEMICAL NAME COMMON NAME % BY WT. GAS # VAPOR PRESSURE
SOLVENT NAPHTHA AROMATIC 100 1-5 64742-95-6 <3.0
(PETROLEUM),LIGHT
AROMATIC

EXPOSURE LIMITS:
MFGR - TWA 50 ppm - 245 Mg/M3
PEL — TWA, as Petroleum Distillate 500 ppm — 2000 MgIM3

2. CHEMICAL NAME COMMON NAME % BY WT. CAS # VAPOR PRESSURE
METHYL ETHYL MEKO <0.5 96-29-7 10.0
KETOXIME

EXPOSURE LIMITS:
NONE ESTABLISHED

POSSIBLE CARCINOGENIC HAZARD — SEE SECTION VI

3. CHEMICAL NAME COMMON NAME % BY WT. CAS # VAPOR PRESSURE
1,2,4-TRIMETHYL PSEUDOCUMENE 1-5 95-63-6 NotApplicable
BENZENE

EXPOSURE LIMITS:
TLV-TWA 25 ppm - 123 Mg/M3

SECTION II- HAZARDOUS INGREDIENTS (CONTINUED)

4. CHEMICAL NAME COMMON NAME % BY WT. GAS # VAPOR PRESSURE
STODDARD SOLVENT MINERAL SPIRITS 30-40 8052-41-3 2.0

MSDS Code: 01.042


